
TECHNICAL DATA SHEET

09
2F

SQ
0

FS735
ROOFWALKER ANCHOR LINE

APPLICATIONS STANDARDS

EAN CODE ~WEIGHT (KG)LENGTH (M)

5605423610055 0,9

5605423610062 1,2

5

10

EN353-2:2002

CNB/P/11.075

The FALL SAFE® FS735 - ROOFWALKER ANCHOR LINE is a 12mm Mamba Negra rope anchor line, with a ENDUROTM device 
on-hand length adjuster, 2 large hooks and 1 connector, an energy absorber pack that limits impact force below 6kN, sewn ends 
protected by a plastic sheath. FS735 was tested in a horizontal application, over a sharp edge (r ≥ 0.5mm)
Recommend combination: FS221 Roofwalker Harness.
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Roof works | Construction

5605423610079 1,515

EAN CODE ~WEIGHT (KG)COMBINATIONS

5605423610093 2,1

5605423610086 1,820
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FEATURES

SEWING PROTECTOR

ENDUROTM

ROPE ADJUSTER

FS821
ALUMINIUM HOOK

SHOXX ENERGY
ABSORBER

FS820
ALUMINIUM CONNECTOR

MAMBA NEGRA
12 MM

Material Karabiners

Device lifespan 10 years

Max. Load <100 Kg

Inspection requirement Yearly

Traceability Serial Number/ QR Code

Manual Instructions www.fallsafe-online.com | +351 252 480 060 

Aluminium

PHYSICAL PROPERTIES

OTHER INFORMATION

Material Rope Professional kernmantel rope 12mm

Energy absorber 100% polyester with silicon cover | Limits arrest force below 6 kN


