
Technical Product Data Sheet

Lift Evac 2K
Rescue and Evacuation Device

012231208 50m in Bag 

9444
DESCRIPTION

We recommend the following products for a full kit solution: Mittelmann Tripod DB MINI Adapter for LiftEvac (-2k) & UniDrive  

TECHNICAL SPECIFICATION

Physical properties

Material device: Casted Aluminium

Function: Automatic descent device with lift function

Mechanics: Direct Drive, Cetrifugual break

Lifting mechanics: Ratchet Gear Ratio 1:10

Rope:
Kernmantle rope 32-braided, 9,6mm. Core 

and sheet of Polyamid

Rope Weight: 61g/m

Attaching connector, device:
Aluminium carabiner with double action 

gate <35kN, gate strength <16kN

Attaching connector, rope:
Aluminium carabiner with double action 

gate <35kN, gate strength <16kN

Produktvikt: Device: 3.9kg

Kit: Bag 9450

Segments

Segments:
Wind, Telecom, Tower, Construction & 

Industry, Oil & Gas, Cranes

Standards

Standards:
EN341:2011 cl. A & B, EN1496:2006, CSA 

Z259.2.3-12

https://www.crestogroup.com/en/c-attach/mittelmann-tripod-db-mini
https://www.crestogroup.com/en/c-attach/adapter-for-liftevac-2k-unidrive


Notified Body:
DEKRA Exam GmbH Dinnedal strasse 9, 

44809 Bochum, Germany

Lifespan and other information

Lifespan device: N/A

Lifespan rope: 4-6 yeras from date of manufacturing

Max. load: 200kg

Min. load: 50kg

Descent speed: 0,8m/s

Max. rope length: 160m

Max. descent distance: 160m

Max. Hoist: 30m/ 200kg

Working temperatures: -40-(+60)°C

Inspection requirements: Yearly inspection Vaccuum

Identification: Serial Number

RFID: NO

User instruction languages: DE, GB, FR, ES

Accessories: 012230025
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